[image: Image result for sample drawings for single storey kitchen extension]




















[bookmark: _GoBack][image: Related image]
image1.jpeg
EAVES TYPICAL DETAIL SCALE

Insullation Type:
Thermapitch k10,

IDry—lining board under
rafter, Kingspan
Thermapitch k18,

50mm air space. Fit interrupter or Kingspan

*duct’ tray,

Spirtech 250 Underlay (3077)

50 x 25mm S.M. batten
Redland Mini Stonewold Slate

(4261) Fixed with 50mm X 3.5mm
alminium

alloy clout nail (9338)

250mm _wide 4mm  plywood
tilting_ fillet

260mm (min) wide continuous
Strip of BS 747 type 5U fekt
over batten

25mm thick fascia boar

ROOF JONTS

Rafters to be doubled up
elther side of skyllghts.

New Roof Jolnts;
Common Rafters - 50 x 170 C24.
@ 400mm cle to glve @ max span
of 351,

Hip Ratters -
50 170 C24
Doudle Joisted.

Thormal Porformance of duncon
Al Barrer Continay o comply
with Bulling Roguistions
NCILGF.21 Tlusrtions,

bt AR—

Flexible insulating material
tightly packed to block cold
bridge and retard air
infilteration

Under fascia Vent

25 x 25mm SM batten

1f 70 Opening block brlck
bullt up to full helght,

REDVENT 25 EAVES (WARM) (NAILED)

1. Ensure that top of 25mm thick fascla board Is fixed as manufacture Instructon.
2. Fix contlnuous 250mm wide 4mm plywood tlling fllet to support underlay and prevent formatlon of
water retalning roughs. Were Eaves Clips are requlred ensure that lletIs slwated on batten

suffciently far back (o facilate,

3. Lay a 260mm (min) wide continvous sirlp of BS 747 type 5U felt over ling fllet, batten and
RedVent 25 to bottom of drip,

4. Ensure that a clear path Is maintained between fell and gutter,

5. Lay Spltech 250 Underlay (9077) over felt stp and flnsh at front face of eaves batten,

6. Fixallslates in the eaves course wilh tais projecting 50mm over guter,

7. Flx eaves course slates with 50mm x 3.5 mm aluminium alloy clout nals (9338).

PROPOSED SECTION A-A
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SOLID BASE

Consolldated welkammed
hardcore, bllnded wlh 50mim sand
biinding. To conform with BS
85002,

£ am M

SCALE 1:50

EXISTING STRUCTURE

Existing structure Including foundations, beams,
walls and lintels carrylng new and altered loads
are to be exposed and checked for adequacy
prior to commencement of work nd as required
by the Building Control Officer,
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Wid post. 100K10010SHS tied into masonry using
wall tes shot fied to_the post ot 300mm crs ond
embeced into morlar jans.

Wind posts to_be fxed to foundotions using

o. MI8 resin anchors.

i G ik x 250 vide id sl i
it otom flnge o beam @2 (3

Provide steel plte over the full lengh of these bears.

Al welds (o be 6mm filet weld uno.
Al bots to be 16mm dio Block bots orade 8.
Al comection plctes to be 10mm trk uno,
Bose piaes fo be 10mm k.

Provide mirimum 100mm i concrete casing
o steel wind posts and base pige.

itched Roof
" intelocing concrele ties

Smoolh Grey Ashmore or simior
- battens
[ breathable roofng ot

5041500400 cts rofters, C16

100mm Celtex nsuaton between rafters
35mm Ceotex inslaton under rofters
[=25mm counter bottens to create senice void

Proide concrete ccaing up {0 DPI eve

Aoove DP apply bitumen poi o exposed
ores of stee post,

Rofters 1508500400kt C16 bird-mouthed
ol balh ends.

Provide doutle rafters to
oof-lght operings

Velue window 7EOmm x 980mm

all new RNP's to be connected
to storm draies or to sookawcy

!

T L 1wt of vl

2o

instal lorger window
o8 per Clent's specifcaton
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Section C-C

estimated

foundation depth =2m

&

75mm sereed
75mm insualin CELOTEX GA307S.
Damp proof membrane.(0PM)
150mm deep. beom +biock floor
150mm void

Foundation formation eve!
to be inspected ond approved
by B.C.O.
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